


Amendment No. 0001 

 
1.  Section 00800, Page 00800-11, Paragraph 1.23 Utilities, Delete the first paragraph in 
its entirety and substitute the following for the first paragraph: 
 
“The power poles in the vicinity of Station 26+00, 250 ft R, will be relocated under a 
separate contract.  Any other utility relocations will be at the Contractor's expense.  The 
power lines will have the same general alignment as indicated on the drawings.  The 
Contractor should be aware that the 345 kV transmission lines will remain energized 
throughout the life of this contract.” 
 
2.  Section 00800, Page 00800-15, Paragraph 1.30 Stone Sources, Delete entire table in 
section a.  Insert the following table: 
 
“Name of Firm   Name of Quarry  Location              Certification Date 
 
Brickeys Stone, LLC  Old Menefee  Bloomsdale, MO   1997 
Hoover Incorporated  Allsboro Quarry  Midway, MS   2000 
Martin Marietta Aggregates Three Rivers  Smithland, KY   1996 
Meridian Aggregate Co.  Valley Stone  Black Rock, AR     1995 
McGeorge Corporation        Granite Mountain Quarry #1 Sweet Home, AR   2000 
McGeorge Corporation        Granite Mountain Quarry #2 Sweet Home, AR   2000” 
Pine Bluff Sand and Gravel Co.   River Mountain  Delaware, AR   1996 
Southern Ready Mix  Pride   Tuscumbia, AL   1999 
Souter Construction Co.  Big Rock Quarry  Little Rock, AR   2000 
Souter Construction Co.  Hollywood Quarry Hollywood, AR   2000 
Tower Rock Stone Co.  Bussen   St. Genevieve, MO.   1995 
Tower Rock Stone Co.  Gray's Point  Scott City, MO   1995 
Vulcan Materials Co.  Gilbertsville  Lake City, KY   1996 
Vulcan Material Co.  Cherokee Quarry  Cherokee, AL   2000 
 
 

3.  Section 00800, Page 00800-16, Paragraph 1.31 Field Office Building, Delete sub-
paragraph a. and substitute the following: 

 
“The Contractor shall furnish and maintain a temporary building for the exclusive use of 
the Government inspectors during the life of the contract.  The building shall conform to 
the following requirements: 
 
     Floor Space                       Not less than 300 sq. ft. 
     Rooms                              At least 2 
     Height of Ceiling              Not less than 7 feet  
     Windows                           Not less than 4 
     Doors                                At least 1 
     Type of Floor                    Wood or Concrete 
     Active Telephone Lines    At least 2 
     Telephones                        At least 1 
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The building shall be of light but weatherproof construction.  Windows shall be arranged 
to open and to be fastened from the inside.  All window openings shall be provided with 
suitable screens.  The door shall be equipped with a durable lock.  Interior surfaces of 
exterior walls and ceilings shall be covered with insulating board and an inside storage 
room of adequate size shall be provided.  The Contractor shall furnish an adequate supply 
of approved drinking water, sufficient electrical outlets for office equipment, adequate 
toilet facilities, all electricity required and sufficient fixtures for adequate lighting, and 
during cold weather shall furnish adequate heat and during hot weather shall furnish 
adequate air conditioning.  The Contractor shall furnish local and long distance service 
for the two phone lines.  The field office, its location and all facilities shall be subject to 
the approval of the Contracting Officer.  The office shall be equipped with at least 8 
chairs, 1 desk, 1 drawing table, 2 two drawer filing cabinets, and 1 conference table.  The 
Contractor shall thoroughly clean the office at least weekly.” 
 

4.  Section 01270, Page 01270-3, Paragraph 1.3.3.2 Measurement, Delete the following 
sentence: 

“Quarry weights will not be accepted.” 
 
 
5.  Section 2542, Page 02542-4, Paragraph 2.2.5 Gradation Test, Delete the paragraph in 
its entirety and substitute the following: 
 
“The Contractor shall perform gradation tests on the riprap at the quarry.  At least one 
gradation test shall be performed for each type of riprap prior to delivery of the stone to 
the jobsite.  Testing shall then occur in 25,000 TN (ton) increments if deliveries indicate 
nonconforming gradations. Samples shall be taken by the Contractor under the 
supervision of the Contracting Officer and shall be collected in a random manner that will 
provide samples that accurately reflect the actual gradations arriving at the jobsite.  The 
sample size for R200 riprap shall not be less than 15 tons.  The sample size for R7400 
riprap shall be of sufficient size to meet the requirements of this specification.  The 
Contractor shall provide all necessary screens, scales and other equipment, and the 
operating personnel therefore, and shall grade the samples, all at no additional cost to the 
Government.  The results of the gradation test(s) shall be plotted on ENG Form 4055 
with the graphs of the upper and lower limit curves and shall be submitted to the 
Contracting Officer for approval.” 
 
 
6.  Sheet 005a0861, Drawing C104, section 27+00, Delete scale on right side of section. 


